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SESSION 1



PROJECT OBJECTIVE

1

The Contractor shall undertake the Design and Build of the Interior Fit-Out Works at MCMC Tower 2 for the renovation of 
the Network Security Sector (NSS) Phase 2. The scope of works for the office space shall include, but not be limited to, the 
following:

Level 3  (40 pax) Level 14 (68 pax) 

Digital Forensic & Security Labs Typical office floor set-up with standard 
office fit-out finishesDigital Forensic Evidence Receiving Room

Clean Room (exclude air shower cabin – by MCMC) Private Office for Head of Division 

Open Workstations, HOD Cubicle, Meeting Rooms & Discussion Rooms

Pantry & Printing Room

IT Switch Room / HUB Room

Departments to be Relocated under Phase 2  (Level 3 & Level 14)

• Network Security Compliance Department (NSCD)
• Telecommunications Fraud Department (TFD)
• Content Analytics Department (CATD)

• Institutional Liaison Strategic Engagement Department (ILSED)
• Network Security Research Department (NSRD)
• Digital Forensics Department (DFD)



BACKGROUND (STATUS OF BASE BUILDING SERVICES)

STATUS SERVICES DESCRIPTION 

Present Sprinkler System
Existing wet-pipe or dry-pipe system in place. Heads, pipework and riser 
connection installed. Do not disturb without PM and BOMBA approval.

Not Present Mechanical (ACMV)
No ducting, AHU, FCU, chilled water piping, condensate piping or BAS wiring. 
Contractor to design and install a complete ACMV system.

Not Present Electrical
No main DB, sub-DB, wiring, sockets, lighting circuits or earthing. Contractor to 
design and install a complete electrical installation.

Not Present Data / ICT Cabling
No structured cabling, patch panels, cable trays or floor boxes. Contractor to 
design and install a complete Cat 6a system and IT switch room.

Not Present Lighting
No light fittings, circuits, switches or emergency lighting. Contractor to design 
and install a complete LED lighting installation per MS 1525.

Not Present Mechanical Ventilation
No fresh air intake, exhaust ducting or toilet exhaust. Contractor to design and 
install per ASHRAE 62.1 minimum ventilation rates.

Not Present Plumbing (Pantry)
Cold water supply and waste connection point not confirmed. Contractor to 
verify riser availability and propose routing for pantry.

Not Present Sprinkler Relocation
Existing head positions designed for previous layout. New fit-out likely requires 
relocation and additional heads — BOMBA submission required.

The existing site condition for both Level 3 and Level 14 comprises bare floor spaces with only the fire protection 
services in place.



BACKGROUND (DESIGN INTENT PHASE 1)



APPENDIX P  

GUIDELINES LAYOUT DRAWING (LEVEL 3) 



GUIDELINES LAYOUT DRAWING (LEVEL 14) 

APPENDIX P  



No. Scope of Work Total Requirements Summary / Description

1
Scope of Work – Design & 
Build (Clause 41)

7 main sub-clauses 
(41.1–41.7)

Covers design and build for Level 3 (NSRD, MSSD) and Level 14 (NSCD, TFD, CATD, 
ILSED). Tenderer to align design with MCMC identity per Design Guideline Phase 1.

1a Proposed Layout Plan (41.2.1) 5 drawings required Furniture layout, reflected ceiling, wall finishes, floor finishes, and M&E plans.

1b 3D Perspectives (41.2.2) 7 areas required
Common workstations, evidence room, receiving room, computer lab, pantry, 
meeting room, general common area.

1c Bill of Quantities (41.3) 1 comprehensive BOQ
Complete item descriptions, specifications, and cost breakdown — segregated by 
floor level.

1d Authority Liaison (41.4)
All relevant 
authorities

Tenderer to handle permits and authority requirements before, during, and after 
construction.

1e Project Timeline (41.5) 1 detailed schedule Delivery schedule and implementation plan for MCMC approval.

1f Weekly Progress Report (41.6) 9 reporting items (a–i)
Project overview, directory, HSE plan, design progress, procurement status, material 
schedule, construction progress (Planned vs Actual %), risks/issues log, 7-day 
lookback & lookahead.

1g Final Progress Report (41.7) 1 final report Supporting document for final payment certificate.

SCOPE OF WORK



No. Scope of Work Total Requirements Summary / Description

2 Other Work Requirements 3 sub-clauses Project meetings, dedicated PM, and workstream leadership.

2a Meetings & MoM (42.1) All project meetings Successful Tenderer to chair kick-off and progress meetings with documentation.

2b
Dedicated Project Manager 
(42.2)

11 responsibilities 
(42.2.1–42.2.11)

Planning, coordination, budgeting, scheduling, resource allocation, site inspection, 
permits, stakeholder liaison, QA/QC, OSH compliance.

2c
Workstream Coordination 
(42.3)

6 workstreams
Project Management; Design & Construction Management; Workplace & Interior 
Design; Operations & Fit-Out; Stakeholder Management; Sustainability & Technology.

3
Technical Specifications – BOQ 

Elements (Clause 43)
5 BOQ categories + 

mock-up
Full BOQ to be produced covering all trades.

3a Preliminaries Works (43.1.1) 10 items (a–j)
Insurance, cleaning, coordination, signage/protection, site office, samples/mock-ups, 
as-built/shop drawings, profit attendance, service lift management.

3b Interior Design Works (43.1.2) 10 items (a–j)
Ceiling, partition/brickwork, wall finishes, door/window treatments, floor finishes, 
doors/ironmongery, carpentry, system & loose furniture, signage.

3c Mechanical Works (43.1.3) 5 systems (a–e) ACMV, BAS integration, plumbing/sanitary, fire protection, access card management.

3d Electrical Works (43.1.4)
HV + LV + 3 sub-items 

(a–c)
HV power distribution, LV switchgear, fixed heating, electrical testing, 
luminaries/sensors/stage lighting.

3e ELV Systems (43.1.5) 7 items (a–g)
AV/LED/projector, PA system, electrical distribution, emergency lighting & power supply, 
testing, telecommunications.

SCOPE OF WORK



No. Scope of Work Total Requirements Summary / Description

3f Mock-up / Catalogue (43.2) 1 sample submission Tenderer to propose sample mock-up or catalogue for proposed items.

4
Rules, Regulations & 
Standards (Clause 44)

14 authorities + 9 
standards

Compliance with ST, TNB, DOSH, BOMBA, DOE, JKR, PUAS, CIDB, OSHA, MPS, BPBSS, 
MOH, SPAN, and other authorities; plus CMA 1998, Electricity Supply Act 1990, UBBL 

1984, OSHA 1994, MS 1525:2019, JKR Standards, etc. All approval, inspection, and 
renewal costs borne by Tenderer.

5 Personnel (Clause 45)
Min 8 years' 

experience + 5 
consultant disciplines

Experienced PM, technical supervisor, registered consultant team (Architect/ID, 
M&E Engineers, QS, Safety Officer), competent builders with valid work permits, 

organisational chart & CVs in Appendix H.

6 Equipment (Clause 46)
All required 
equipment

Software, assessment tools, computers, cables, PPE, etc. supplied by Successful 
Tenderer.

7
Reports & Presentations 

(Clause 47)
As required by MCMC Submitted within specified timeline.

SCOPE OF WORK



REFER TO: APPENDIX H

NEED SPECIFICATION (LEVEL 3) – (1/2)

No.
Description / 

Space
Zone Pax (Nos) Total (Pax) System Furniture Furniture & Loose Items

Built-in Cabinet / 

Storage
Electrical / Power Data / ICT Mechanical / ACMV Lighting Fittings Audio & Visual Fire Safety / Security Floor Finishes Wall / Partition / Glazing Ceiling Finishes Doors / Blinds / Signage Plumbing / Sanitary Special / Other

Comply?

(YES / NO / N/A)

Contractor's Spec 

Reference

(Brand / Model / 

Drawing Ref)

Remarks / Deviation 

Notes

1 C 16 16

1x workstations each of  pax

1x High back ergonomic 

chairs each of pax.

1x low loose cabinet with 

combination lock for all 

workstation.

1x full-height built-in filing 

cabinets with combination 

locks.

4x power points each desk;

Extra 2x units of twin power 

points concealed within the wall;

2x USB port at each workstation.

2x Data ports at each workstation; 

1x Data ports extra for internal printer;

8x Wifi point/Floor ;

1x Wifi point dedicated department line; 

1x Corporate LAN line ;

1x External LAN line

- -

1x CCTV with audio for staff area

2x Portable Fire Extinguisher 

Access system door 

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

Carpet tiles with skirting

Wall partition and tempered 

glass partition; 

Plaster and paint wall 

finishes.

Suspended mineral fibre 

board ceiling.

2x Tempered glass door 

with ironmongery (in and 

out door); 

Door signage;

Window blinds (roller)

- -

2 E 22 22

1x workstations each of  pax

1x High back ergonomic 

chairs each of pax.

1x low loose cabinet with 

combination lock for all 

workstation.

1x full-height built-in filing 

cabinets with combination 

locks.

4x power points each desk;

Extra 2x units of twin power 

points concealed within the wall;

2x USB port at each workstation.

2x Data ports at each workstation; 

1x Data ports extra for internal printer;

1x Corporate LAN line ;

1x External LAN line each workstation

1x Wifi point/Floor ;

- -

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

Carpet tiles with skirting
Plaster and paint wall 

finishes.

Suspended mineral fibre 

board ceiling.

Window blinds (roller); 

Main glass door include with 

door signage.

- -

3

Workstation for 

Head of 

Department (HoD)

C & E 2 2

1x workstations each of  pax

1x High back ergonomic 

chairs each of pax.

2x Extra ergonomic chairs/ 

HoD 

1x Standing Coat Hanger each of 

HoD

2x low loose cabinet with 

combination lock for all 

workstation

-

4x power points each desk;

2x USB port at each workstation.

3x extra power points for internal 

printer & shredder (located at 

next column HOD);

2x Data ports at each workstation; 

1x Data ports extra for internal printer;

1x Corporate LAN line ;

1x External LAN line each workstation

- -

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

Carpet tiles with skirting
Plaster and paint wall 

finishes.

Suspended mineral fibre 

board ceiling.

Window blinds (roller); door 

signage.
- -

4 Meeting Room A 20 20
1x meeting table  

20x ergonomic chairs
- -

16x power points in meeting 

table.

Extra 2x units of twin power 

points concealed within the wall.

9x Data ports 

9x USB charging in meeting table.
-

1 unit of 72-inch multi-touch 

smartboard with whiteboard 

feature, complete with removable 

stand, wireless display 

dongle/adapter, 4K camera, HDMI 

cable, and all necessary 

accessories.

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

Carpet tiles with skirting.

Wall partition and tempered 

glass partition; 

Plaster and paint wall 

finishes.

Suspended mineral fibre 

board ceiling.

1x Tempered glass door 

with ironmongery; door 

signage.

- -

5 Security Lab A 6 6

1x workstations each of  pax

1x High back ergonomic 

chairs each of pax.

- -

5x power points each desk;

2x USB port at each workstation.

Extra 2x units of twin power 

points concealed within the wall.

2x Data ports at each workstation; 

1x External LAN line each workstation

24-hour centralized air-conditioning from 

AHU and FCU with BAS control.

- The FCUs shall operate after the AHU is 

switched off, and all FCUs shall be 

connected to the BAS.

-

1x FM200

1x CCTV for workstation area

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

Vinyl floor finish

Wall partition and fire rated 

glass partition with 

tempered glass; 

Plaster and paint wall 

finishes.

Suspended mineral fibre 

board ceiling.

1x Tempered glass door 

with ironmongery; 

Access Control System; 

Door signage.

-

*1x plug point 

Uninterruptible Power 

Supply/ each table

*The Anti-Static Table 

Mat (ESD Mat) required 

must be dual-layer 

rubber material, 

Minimum size 600mm x 

900mm and 2mm thick, 

with surface resistance 

6 Public/ Open Lab A 7 7

1x workstations each of  pax

1x High back ergonomic 

chairs each of pax.

1x low loose cabinet with 

combination lock for all 

workstation.

-

5x power points each desk;

2x USB port at each workstation.

Extra 2x units of twin power 

points concealed within the wall.

2x Data ports at each workstation; 

1x External LAN line each workstation

1x Wifi point/Floor ;

24-hour centralized air-conditioning from 

AHU and FCU with BAS control.

- The FCUs shall operate after the AHU is 

switched off, and all FCUs shall be 

connected to the BAS.

- -

1x FM200

1x CCTV for workstation area

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

Vinyl floor finish

Wall partition and fire rated 

glass partition with 

tempered glass; 

Plaster and paint wall 

finishes.

Suspended mineral fibre 

board ceiling.

1x Tempered glass door 

with ironmongery; 

Access Control System; 

Door signage.

-

WiFi coverage for all 

desks/workstations 

within the designated 

area.

*1x plug point 

Uninterruptible Power 

Supply/ each table

The Anti-Static Table 

Mat (ESD Mat) required 

must be dual-layer 

rubber material, 

7 Workshop Store C 3 3

1x workstations each of  pax

1x High back ergonomic 

chairs each of pax.

1x low loose cabinet with 

combination lock for all 

workstation.

-
5x power points each desk;

2x USB port at each workstation.

2x Data ports at each workstation; 

1x External LAN line each workstation

1x Wifi point/Floor ;

24-hour centralized air-conditioning from 

AHU and FCU with BAS control.

- The FCUs shall operate after the AHU is 

switched off, and all FCUs shall be 

connected to the BAS.

- -

1x FM200

1x CCTV for workstation area

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

Vinyl floor finish

Fire rated wall partition;

Plaster and paint wall 

finishes.

Suspended mineral fibre 

board ceiling.

2x Tempered glass door 

with ironmongery;

Access Control System; 

Door signage.

-

8 IT Switch Room B - - - - -
3x power points concealed in 

wall or column.

a. 42U network rack complete with patch 

panels; 

b. Cable management panels, and PDU; 

c. Vertical cabling (2 core single mode 

and 4 core multi mode OM3); 

d. horizontal Cat 6a cabling less than 

100m from switch room to desk face 

plates.

24-hour centralized air-conditioning from 

AHU and FCU with BAS control.

- The FCUs shall operate after the AHU is 

switched off, and all FCUs shall be 

connected to the BAS.

- -

1x CCTV for workstation area;

1x FM200 fire suppression and smoke detector.

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

Vinyl floor finish

Fire-rated wall partition. 

Plaster and paint wall 

finishes.

Paint finish to ceiling.

 2-hour fire-rated door; 

Access Control System; 

Door signage.

- -

9 EPR Area 2 2

1x workstations each of  pax

1x High back ergonomic 

chairs each of pax.

Cabinet for digital evidence; 

Casefile cabinet;

Evidence locker;

Mobile compactor

-

3x power points concealed in 

wall or column.

5x power points each desk;

2x USB port at each workstation.

2x Data ports at each workstation; 

1x External LAN line each workstation

24-hour centralized air-conditioning from 

AHU and FCU with BAS control.

- The FCUs shall operate after the AHU is 

switched off, and all FCUs shall be 

connected to the BAS.

- -

2x CCTV

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

Vinyl floor finish

Fire-rated wall partition. 

Plaster and paint wall 

finishes.

Paint finish to ceiling.

• Main Steel Security Door - 

Double skin panel, fire 

rated, powder coated 

include the accessories

• Sliding Diamond Mesh 

Gate - Overhead track, anti-

lift, heavy -duty lock 

Access Control System 

Door signage

- -

10

Clean Room – 

Partition structure 

and general M&E 

only (clean room 

Class-10 system 

not included)

2 2

1x workstations each of  pax

1x High back ergonomic 

chairs each of pax.

The cleanroom shall be a 

minimum of 3m x 3m (9 m²) with 

a ceiling height of not less than 

2.7m, designed to accommodate 

one (1) person for cleaning 

purposes. (without the system)

-
5x power points each desk;

2x USB port at each workstation.

2x Data ports at each workstation; 

1x External LAN line each workstation

24-hour centralized air-conditioning from 

AHU and FCU with BAS control.

- The FCUs shall operate after the AHU is 

switched off, and all FCUs shall be 

connected to the BAS.

- -

1x CCTV 

1x FM200 fire suppression and smoke detector.

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

Vinyl floor finish

Wall partitions shall be fire-

rated, with plaster and paint 

finishes throughout. 

A half-glazed wall panel is 

provided to facilitate 

observation access during 

assessment activities.

Paint finish to ceiling.

1x Tempered glass door 

with ironmongery; 

Access Control System ;

Door signage;

The Anti-Static Table 

Mat (ESD Mat) required 

must be dual-layer 

rubber material, 

Minimum size 600mm x 

900mm and 2mm thick, 

with surface resistance 

between 1.0 x 10⁶ Ω to 

1.0 x 10⁹ Ω in 

compliance with 

ANSI/ESD S20.20 

standard, complete with 

grounding cord and 

10mm snap connector.

11 Receiving Room B 2 2

1x workstations each of  pax

1x High back ergonomic 

chairs each of pax.

2x extra chairs for clients;

2x low loose cabinet for filing 
-

5x power points each desk;

2x USB port at each workstation.

Extra 1x units of twin power 

points concealed within the wall 

or column 

2x Data ports at each workstation; 

1x External LAN line each workstation

1x Wifi point/Floor ;

24-hour centralized air-conditioning from 

AHU and FCU with BAS control.

- The FCUs shall operate after the AHU is 

switched off, and all FCUs shall be 

connected to the BAS.

- -

1x CCTV

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

Vinyl floor finish

Tempered glass wall with 

frosted design; wall 

partition;

Plaster and paint wall 

finishes.

Suspended mineral fibre 

board ceiling.

2x Tempered glass door 

with frosted tinted (in and 

connected to EPR area) with 

ironmongery; 

Access Control System; 

Door signage.

*1x plug point 

Uninterruptible Power 

Supply/ each table

12 Mobile Lab D 2 2

1x workstations each of  pax

1x High back ergonomic 

chairs each of pax.

1x low loose cabinet -

5x power points each desk;

2x USB port at each workstation.

Extra 1x units of twin power 

points concealed within the wall 

or column 

2x Data ports at each workstation; 

1x External LAN line each workstation

1x Wifi point/Floor ;

24-hour centralized air-conditioning from 

AHU and FCU with BAS control.

- The FCUs shall operate after the AHU is 

switched off, and all FCUs shall be 

connected to the BAS.

- -

1x CCTV 

1x FM200 fire suppression 

Smoke detector.

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

Vinyl floor finish

Wall partition and tempered 

glass partition; plaster and 

paint wall finishes.

Suspended mineral fibre 

board ceiling.

1x Tempered glass door 

complete with ironmongery;

Frosted glass film;

Access Control System; 

Door signage.

The Anti-Static Table 

Mat (ESD Mat) required 

must be dual-layer 

rubber material, 

Minimum size 600mm x 

900mm and 2mm thick, 

with surface resistance 

between 1.0 x 10⁶ Ω to 

1.0 x 10⁹ Ω in 

13 Computer Lab D 21 21

1x workstations each of  pax

1x High back ergonomic 

chairs each of pax.

2x low loose cabinet -

5x power points each desk;

2x USB port at each workstation.

Additional plug points for 

shreded and printer 

Extra 2x units of twin power 

points concealed within the wall 

or column 

2x Data ports at each workstation; 

1x External LAN line each workstation

1x Wifi point/Floor ;

24-hour centralized air-conditioning from 

AHU and FCU with BAS control.

- The FCUs shall operate after the AHU is 

switched off, and all FCUs shall be 

connected to the BAS.

- 1x Projector set 

1x CCTV 

1x FM200 fire suppression and smoke detector.

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

Vinyl floor finish

or Anti static floor finish (to 

purpose by consultant) 

Smart glass wall with frosted 

design partition and 

tempered glass partition; 

plaster and paint wall 

finishes.

Suspended mineral fibre 

board ceiling.

2x tempered glass door 

complete with ironmongery 

(in and out);

Frosted glass film;

Door signage; 

Window blinds (roller)

The Anti-Static Table 

Mat (ESD Mat) required 

must be dual-layer 

rubber material, 

Minimum size 600mm x 

900mm and 2mm thick, 

with surface resistance 

14 AV Lab D 2 2

1x workstations each of  pax

1x High back ergonomic 

chairs each of pax.

- -
5x power points each desk;

2x USB port at each workstation.

2x Data ports at each workstation; 

1x External LAN line each workstation

1x Wifi point/Floor ;

24-hour centralized air-conditioning from 

AHU and FCU with BAS control.

- The FCUs shall operate after the AHU is 

switched off, and all FCUs shall be 

connected to the BAS.

- -

1x CCTV 

1x FM200 fire suppression and smoke detector.

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

Vinyl floor finish

or Anti static floor finish (to 

purpose by consultant) 

Wall partition partition; 

Plaster and paint wall 

finishes.

Suspended mineral fibre 

board ceiling.

1x Tempered glass door 

with ironmongery; 

Frosted glass film;

Access Control System; 

Door signage.

The Anti-Static Table 

Mat (ESD Mat) required 

must be dual-layer 

rubber material, 

Minimum size 600mm x 

900mm and 2mm thick, 

with surface resistance 

between 1.0 x 10⁶ Ω to 

1.0 x 10⁹ Ω in 

15 Crisis Area - 14 14
1x meeting table

14x ergonomic chairs.
1x low loose filing cabinet -

10x power points in meeting 

table; essential and emergency 

backup power supply.

Extra 1x units of twin power 

points concealed within the wall 

or column 

2x Data ports at each workstation; 

2x External LAN line

1x Wifi point/Floor ;

24-hour centralized air-conditioning from 

AHU and FCU with BAS control.

- The FCUs shall operate after the AHU is 

switched off, and all FCUs shall be 

connected to the BAS.

-

1 unit of 72-inch multi-touch 

smartboard with whiteboard 

feature, complete with removable 

stand, wireless display 

dongle/adapter, 4K camera, HDMI 

cable, and all necessary 

accessories.

1x CCTV 

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

Carpet floor finish 

Solid wall partition and 

tempered glass partition;

Frosted glass panel to 

selected glazed areas for 

privacy screening;

Plaster and paint finish to 

wall surfaces

Suspended mineral fibre 

board ceiling.

2x Tempered glass door 

with ironmongery (in and 

out door); 

Access Control System; 

Door signage.

Window blinds (roller)

Workstation 

Air conditioning connected to existing 

AHU and BAS control.

B 

LEVEL 3 - SPACE-BY-SPACE SPECIFICATION REQUIREMENTS 

Contractor SHALL provide full specification, brand/model reference, and compliance confirmation for EVERY item listed below. Yellow cells indicate mandatory contractor input. Blank submissions will be disqualified.



REFER TO: APPENDIX H
No.

Description / 

Space
Zone Pax (Nos) Total (Pax) System Furniture Furniture & Loose Items

Built-in Cabinet / 

Storage
Electrical / Power Data / ICT Mechanical / ACMV Lighting Fittings Audio & Visual Fire Safety / Security Floor Finishes Wall / Partition / Glazing Ceiling Finishes Doors / Blinds / Signage Plumbing / Sanitary Special / Other

Comply?

(YES / NO / N/A)

Contractor's Spec 

Reference

(Brand / Model / 

Drawing Ref)

Remarks / Deviation 

Notes

16 Waiting Area - 6 6 -

2x Sofa (2 seater);

2x Sofa (1seater);

1x Coffee Table 

-
3x power points concealed in 

wall or column.
-

Air conditioning connected to existing 

AHU and BAS control.
- -

2x CCTV 

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

Carpet floor finish 
Plaster and paint wall 

finishes.

Suspended mineral fibre 

board ceiling.
Signage

17 Pantry/ Lounge - - - -

Pantry chairs and pantry tables;

2-door fridge 300 litre;

1x Toaster; 

1x Microwave.

1x dustbin

*Space for water dispenser

High and low cabinets; 

Island countertop;

Wall countertop

4x power points concealed in 

wall or column for appliances.
-

Air conditioning connected to existing 

AHU and BAS control.
Ample white lighting -

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

Vinyl floor finish.
Plaster and paint wall 

finishes.

Suspended mineral fibre 

board ceiling.
-

Plumbing works and sink in 

pantry area.

Energy efficient 

electrical appliances.
Space for water dispenser 

19 Locker area - 22 22 -

25 units of locker cabinets 

complete with locking system, 

sized to accommodate uniforms, 

shoes, and other personal items.

- - -
Air conditioning connected to existing 

AHU and BAS control.
- -

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

Carpet tiles with skirting.
Plaster and paint wall 

finishes.

Suspended mineral fibre 

board ceiling.
- - -

20 Printing Room - - - - -
2x Low loose cabinet for 

stationeries.

2x power points concealed in 

wall or column.
1x data port concealed in wall or column.

Air conditioning connected to existing 

AHU and BAS control.
- -

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

Wall partition; plaster and 

paint wall finishes.

Sliding timber door; door 

signage.
- -

NEED SPECIFICATION (LEVEL 3) – (2/2)



REFER TO: APPENDIX H

NEED SPECIFICATION (LEVEL 14) – (1/1)

No. Item Description / Space Zone 
Pax 

(Nos)

Total 

(Pax)
System Furniture Furniture & Loose Items Built-in Cabinet / Storage Electrical / Power Data / ICT Mechanical / ACMV Lighting Fittings Audio & Visual

All fire safety components, including 

emergency lighting and illuminated exit 

signage, shall comply with BOMBA 

requirements and relevant authority 

regulations.

Fire Safety / Security Floor Finishes Wall / Partition / Glazing Ceiling Finishes Doors / Blinds / Signage Plumbing / Sanitary Special / Other
Comply?

(YES / NO / N/A)

Contractor's Spec 

Reference

(Brand / Model / 

Drawing Ref)

Remarks / Deviation 

Notes

1 12

1x workstations each of  pax

1x High back ergonomic chairs 

each of pax.

1x low loose cabinet with combination 

lock for all workstation.

4x low cabinets to place large 

stationaries such as punchers, heavy 

duty stapler, paper cutter (area open 

workstation)

2x portable Annex TruBrite 

Whiteboard Double Sided (125 cm 

(W) × 157 cm (H)) - Open 

Workstation

1x A wall-mounted cabinet with glass 

panels to display and recognition of 

awards and plaques - Activities from 

CGSO assessment

4x power points each desk;

3x power points for internal printer & 

shredder (located at next column HOD);

2x USB port at each workstation.

Extra 2x units of twin power points 

concealed within the wall;

24-hour centralized air-conditioning from 

AHU and FCU with BAS control.

- The FCUs shall operate after the AHU is 

switched off, and all FCUs shall be 

connected to the BAS.

1x FM200

1x CCTV for workstation area

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

1x CCTV (monitor entrance)

2 6

1x workstations each of  pax

1x High back ergonomic chairs 

each of pax.

1x low loose cabinet with combination 

lock for all workstation.

4x power points each desk;

2x USB port at each workstation.

24-hour centralized air-conditioning from 

AHU and FCU with BAS control.

- The FCUs shall operate after the AHU is 

switched off, and all FCUs shall be 

connected to the BAS.

1x FM200

1x CCTV for workstation area

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

-

3 10

1x workstations each of  pax

1x High back ergonomic chairs 

each of pax.

1x low loose cabinet with combination 

lock for all workstation.

1x low cabinets with

combination locks for stationeries and 

books (loose cabinet)

1x full-height built-in filing cabinets 

with combination locks combine 

with low cabinets for stationaries 

4x power points each desk;

2x USB port at each workstation.

Extra 1x units of twin power points 

concealed within the wall;

24-hour centralized air-conditioning from 

AHU and FCU with BAS control.

- The FCUs shall operate after the AHU is 

switched off, and all FCUs shall be 

connected to the BAS.

1x FM200

1x CCTV for workstation area

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

-

4

11

1x workstations each of  pax

1x High back ergonomic chairs 

each of pax.

1x low loose cabinet with combination 

lock for all workstation.

1x low cabinets with

combination locks for stationeries and 

books (loose cabinet)

1x Portable Double-Sided Whiteboard 

(4' x 8') - For  Department usage

1x full-height built-in filing cabinets 

with combination locks combine 

with low cabinets for stationaries 

4x power points each desk;

2x USB port at each workstation.

Extra 1x units of twin power points 

concealed within the wall;

24-hour centralized air-conditioning from 

AHU and FCU with BAS control.

- The FCUs shall operate after the AHU is 

switched off, and all FCUs shall be 

connected to the BAS.

1x CCTV for workstation area;

1x FM200 fire suppression and smoke detector.

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

-

5 D 20 20

1x workstations each of  pax

1x High back ergonomic chairs 

each of pax.

1x low loose cabinet with combination 

lock for all workstation; 

2x wall mounted low cabinets

1x glass wall mounted low cabinet 

(for award & plaques)

1x full-height built-in filing cabinets 

with combination locks

4x power points each desk;

2x USB port at each workstation.

Extra 2x units of twin power points 

concealed within the wall;

24-hour centralized air-conditioning from 

AHU and FCU with BAS control.

- The FCUs shall operate after the AHU is 

switched off, and all FCUs shall be 

connected to the BAS.

2x CCTV

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

-

6 B
Workstation for 

Department Head 
A,C,D 4 4

1x workstations with partition 

each of pax

1x High back ergonomic chairs 

each of pax

2x extra chairs for each HOD

1x Standing Coat Hanger each of HoD

2x low loose cabinet with combination 

lock for all workstation.

-
4x power points each desk;

2x USB port at each workstation.

24-hour centralized air-conditioning from 

AHU and FCU with BAS control.

- The FCUs shall operate after the AHU is 

switched off, and all FCUs shall be 

connected to the BAS.

-

1x CCTV 

1x FM200 fire suppression and smoke detector.

ISO Class 4 (equivalent to legacy Class 10)

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

-

7 C
Workstation Head  of 

Division (HoD)
3 3

1x workstations each pax

1x High back ergonomic chairs 

each of pax

2x extra chairs for each HOD

1x Standing Coat Hanger each of HoD

1x discussion table each of HoD

4x loose chairs each of HoD

2x low loose cabinet with combination 

lock for all workstation.

1x full-height built-in filing cabinets 

with combination locks

4x power points each desk;

2x USB port at each workstation.

Extra 1x units of twin power points 

concealed within the wall each HoD

2x Data ports at each workstation; 

1x Corporate LAN line ;
-

1x 55" smart TV with whiteboard 

feature/HoD;

1x HDMI (5meter)/HoD;

1x Wireless Display Adapter/each of 

HoD room

Supply and install class 10 / Class 4 (equivalent to 

legacy Class 10)

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

-

Wall partition and tempered 

glass partition; plaster and 

paint wall finishes.

Tempered glass door with 

ironmongery; window 

blinds; door signage.

- -

8 D
Workstation Personal 

Assistant for HoD
3 3

1x workstations each of  pax

1x High back ergonomic chairs 

each of pax

2x extra chairs for each of PA

1x low loose cabinet with combination 

lock for all workstation.
-

4x power points each desk;

2x USB port at each workstation.

24-hour centralized air-conditioning from 

AHU and FCU with BAS control.

- The FCUs shall operate after the AHU is 

switched off, and all FCUs shall be 

connected to the BAS.

-

1x CCTV

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

-

Wall partition and tempered 

glass partition; plaster and 

paint wall finishes.

- -

9 E Hot Desk Workstation A & D 8 8

1x workstations table each pax 

1x ergonomic chairs each pax
1x low loose cabinet with combination 

lock for all workstation.
-

4x power points each desk;

2x USB port at each workstation.

2x power plug at wall 

24-hour centralized air-conditioning from 

AHU and FCU with BAS control.

- The FCUs shall operate after the AHU is 

switched off, and all FCUs shall be 

connected to the BAS.

-

1x CCTV 

1x FM200 fire suppression 

Smoke detector.

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

-
Plaster and paint wall 

finishes.
- -

10 F Printing Room - - - - -
2x Low loose cabinet for 

stationeries.

2x power points concealed in wall or 

column.

24-hour centralized air-conditioning from 

AHU and FCU with BAS control.

- The FCUs shall operate after the AHU is 

switched off, and all FCUs shall be 

connected to the BAS.

-

1x CCTV 

1x FM200 fire suppression and smoke detector.

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

-
Wall partition; plaster and 

paint wall finishes.

Sliding timber door; door 

signage.
- -

11 G Private Room - - - -
4-seater sofa; collaborative chairs; 

laptop stand; mobile whiteboard.
-

3x power points concealed in wall or 

column.

24-hour centralized air-conditioning from 

AHU and FCU with BAS control.

- The FCUs shall operate after the AHU is 

switched off, and all FCUs shall be 

connected to the BAS.

- Mobile whiteboard.

1x CCTV 

1x FM200 fire suppression and smoke detector.

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

-
Tempered glass door with 

ironmongery; door signage.
- -

12 H Discussion Room - 8 8
1x meeting table 

8x ergonomic chairs
- -

8x power points in meeting table.

Extra 1x units of twin power points 

concealed within the wall;

24-hour centralized air-conditioning from 

AHU and FCU with BAS control.

- The FCUs shall operate after the AHU is 

switched off, and all FCUs shall be 

connected to the BAS.

-

1 multi-touch Smartboard complete 

with wireless dongle, 4K camera, 

and accessories.

1x CCTV 

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

-
Tempered glass door with 

ironmongery; door signage.
- -

13 I Meeting Room - 16 16
1x meeting table  

16x ergonomic chairs
- -

12x power points in meeting table.

Extra 2x units of twin power points 

concealed within the wall

3x Data ports 

3x USB charging in meeting table.
-

1x multi-touch Smartboard 

complete with wireless dongle, 4K 

camera, and accessories.

1 unit of 72-inch multi-touch smartboard with 

whiteboard feature, complete with removable stand, 

wireless display dongle/adapter, 4K camera, HDMI 

cable, and all necessary accessories.

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

-

Wall partition and tempered 

glass partition; 

Plaster and paint wall 

finishes.

Tempered glass door with 

ironmongery; door signage.
- -

14 J Store - - - -

4x tiers store shelves heavy duty rack 

(black) - 26 units 

2x door close cabinets

4x full-height built-in filing store 

cabinets;

1x island cabinet 

1x step ledder for management 

heavy duty

3x power points concealed in wall or 

column.
1x data port concealed in wall or column. -

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

-

Wall partition ; 

Plaster and paint wall 

finishes.

Double Flush door with 

ironmongery; door signage.
- -

15 K Pantry/ Lounge - - - -

Pantry chairs and pantry tables;

2-door fridge 300 litre;

1x Toaster; 

1x Microwave.

1x dustbin

*Space for water dispenser

High and low cabinets; 

Island countertop;

Wall countertop

4x power points concealed in wall or 

column for appliances.
- - Ample white lighting

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

- Vinyl floor finish.
Plaster and paint wall 

finishes.
-

Plumbing works and 

sink in pantry area.

Energy efficient 

electrical appliances.

16 L Discussion Area E 6 6 -
1x meeting table 

6x ergonomic chairs
-

Extra 1x units of twin power points 

concealed within the wall;
- - -

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

- Carpet tiles with skirting.
Plaster and paint wall 

finishes.
- - -

17 IT Switch Room - - - - - -
3x power points concealed in wall or 

column.

a. 42U network rack complete with patch 

panels; 

b. Cable management panels, and PDU; 

c. Vertical cabling (2 core single mode 

and 4 core multi mode OM3); 

d. horizontal Cat 6a cabling less than 

100m from switch room to desk face 

plates.

24-hour centralized air-conditioning 

from AHU and FCU with BAS 

control.

- The FCUs shall operate after the 

AHU is switched off, and all FCUs 

shall be connected to the BAS.

- -

1x CCTV for workstation area;

1x FM200 fire suppression and smoke detector.

All fire safety components, including emergency 

lighting and illuminated exit signage, shall comply 

with BOMBA requirements and relevant authority 

regulations.

- Vinyl floor finish

Fire-rated wall partition. 

Plaster and paint wall 

finishes.

 2-hour fire-rated door; 

Access Control System; 

Door signage.

- -

18 M Locker area - - - -
30x locker cabinets without lock for 

minimum 60 pax simultaneous use.
Locker cabinets. - - - - - Carpet tiles with skirting. Carpet tiles with skirting.

Plaster and paint wall 

finishes.
- - -

Wall partition and tempered 

glass partition; plaster and 

paint wall finishes.

Carpet tiles with skirting.

LEVEL 14 - SPACE-BY-SPACE SPECIFICATION REQUIREMENTS 

Contractor SHALL provide full specification, brand/model reference, and compliance confirmation for EVERY item listed below. Yellow cells indicate mandatory contractor input. Blank submissions will be disqualified.

Suspended mineral fibre 

board ceiling, for walking 

area is open ceiling

Window blinds (roller); door 

signage.
- -

C 21

E

Window blinds (roller); door 

signage.

Carpet tiles with skirting.

A

Carpet tiles with skirting.

Plaster and paint wall 

finishes.

Open Workstation

A 18

1x full-height built-in filing cabinets 

with combination locks.

Air conditioning connected to 

existing AHU and BAS control.
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Tentative Date Work To Complete

November 2026 Issuance of Letter of Award

End  of November  2026 to March 2027 
(4 months)

Design and Construction Stage 

DLP Duration Defects Liability Period (DLP) = 12 months from the 
date of issuance of the Certificate of Practical 
Completion (CPC).

TIMELINE



MANDATORY TENDER REQUIREMENTS
1. Mandatory tender requirements:

Item​ Tender Requirement​

1. Valid certificate of registration The Tenderer must be a locally incorporated company in Malaysia and shall possess a valid 

registration certificate issued by the Companies Commission of Malaysia (hereinafter referred to 

as “CCM”).

2.​ Registered with the Construction 

Industry Development Board (CIDB)​

The Tenderer shall be registered with the Construction Industry Development Board (CIDB) with a 

minimum of G5 license.

3.​ Related Certifications​ The Tenderer is required to have a valid Sijil Akuan Pendaftaran Syarikat issued by the Ministry of 

Finance (MOF) OR CIDB registration certificate come with specialization code B04/B07/B28 (CIDB) 

issued by CIDB.

B04 – General Building Construction Works OR

B07 –Interior Decoration OR

B28 –Renovation Works

4 Documents Submission ​ The Tenderer is mandatory to submit;

1. Proposed layout plan

2. 3-dimensional perspective, 

3. Bill of Quantities for the project including the quantities, rate and total amount.



MANDATORY TENDER REQUIREMENTS
1. Mandatory tender requirements:

Item​ Tender Requirement​

5.​ List of experience​ The Tenderer shall include list of experiences in renovation work projects of fit-out interior 

design or similar for the last five (5) years.

6.​ Proposal Checklist Submission​ The Tenderer is required to submit Tenderer’s Proposal Checklist in Appendix I .



2. General tender requirements:

Item​ Tender Requirement​

1.​ Valid Sijil Akuan 

Pendaftaran Syarikat 

Bumiputera​

Tenderers with valid Sijil Akuan Pendaftaran Syarikat Bumiputera issued by the Ministry of Finance are 

encouraged to participate (if applicable).

2.​ Certification of 

recognized green 

certification scheme​

At least 10% of the total work scope shall be certified under a recognised green certification scheme, 
such as:
• Certified with the MyHIJAU Mark (Product/Service) issued by the Malaysian Green Technology and 

Climate Change Corporation (MGTC); OR
• Certified with the SIRIM Eco-Label Product Criteria Document (Wood and Wood Based Material or 

Workstation/ Biodegradable & Compostable Plastic Packaging Materials/ Other applicable 
categories under the scheme) and certification under the SIRIM Eco-Labelling scheme by SIRIM QAS 
International Sdn. Bhd. or any other green labelling scheme recognized by the Malaysian Green 
Technology and Climate Change Centre; OR

• Certified with the Minimum Energy Performance Standard (MEPS) by the Suruhanjaya Tenaga 

Malaysia.

• Certified ISO 9001:2015 Quality Management Systems.

3. Valid CIDB SCORE 

Certificate​

The Tenderer shall submit valid CIDB SCORE Certificate.

GENERAL TENDER REQUIREMENTS 



• The indicative price for the Work is Three Million Six Hundred Thirty-Eight Thousand (RM3,638,000) 
inclusive of any duties or taxes imposed by the Government of Malaysia. Tenderer is required to provide 
details in Appendix D. All price quotations shall be made in Ringgit Malaysia.

• The Successful Tenderer shall be subjected to the verification and satisfaction of MCMC before the 
payment is disbursed according to the Terms of payment in section 4: in payment schedule stipulated in 
Tender Document.

• The Performance Bond shall be 5% of the total Contract Sum, preferably in the form of a Bank Guarantee 
(BG), and shall remain valid until twelve (12) months after the acceptance by MCMC of the final and full 
completion of the Works, subject to the requirements stipulated in the Tender Document.

19

FINANCIAL



SESSION 2 

20

TENDER COMPLIANCE 



HOW TO PURCHASE TENDER DOCUMENT

21

URL : https://msmart.mcmc.gov.my/web/index.php

21
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Section 3

FINANCIAL TECHNICAL

TENDER SUBMISSION

Section 4

Financial Checklist

APPENDIX A – F 

Section 5

Technical Checklist

APPENDIX G,H,I,J,K,L,M,O and P

Financial Submission:
1 Original (hardcopy) + 1 Copy (hardcopy) 
+ 1 digital copy of scanned documents in 
pdf format (USB flash drive) + Working File

Technical Submission:
1 Original (hardcopy) + 1 Copy (hardcopy) 
+ 1 digital copy of scanned documents in 
pdf format (USB flash drive) + Working File 22



No Requirement Details Remarks

1
Submission of proposal before tender 
closing

Paragraph 7 
▪ To submit on or before 12pm, on specified date

Failure : Ground for disqualification

2
Submission of Tender Deposit 
(RM10,000)

Paragraph 12
▪ Attach the Tender Deposit to the Form of Tender Document (Appendix 

B)
Failure : Ground for disqualification

3
Submission of Appendix A 
- Statement of Compliance

Paragraph 9
▪ Declaration of compliance for terms of condition of the tender and 

salient terms on contract
▪ To state every paragraph under section 3 and Section 4 (para 16 -39)

Failure : Ground for disqualification

4
Submission of Appendix B
- Form of Tender

Paragraph 10 
▪ Formal undertaking  by the tenderer for this tender

Failure : Ground for disqualification

5
Submission Appendix C – Form for 
Business Profile (include all 
attachment)

Paragraph 11
▪ Tenderers business profile information and submission of the required 

attachment 
Failure : Ground for disqualification

6
Mandatory Requirement under 
paragraph 2 of the tender document

Paragraph 2
▪ To shows tenderer’s eligibility and competency for the tender

Failure : Ground for disqualification

7 Appendix D – Schedule of Price
Paragraph 10 
▪ To provide detailed price quoted – bill of quantity

Failure : Ground for disqualification

8 Submission of signed Appendix E
Paragraph 15 
▪ MCMC Tenderer’s Declaration – on anti bribery 

Failure : Ground for disqualification

9 Submission of signed Appendix F
Paragraph 15
▪ Declaration of Interest by Tenderers – to declare on the conflict of 

interest of the tenderers on this tender
Failure : Ground for disqualification

FINANCIAL SUBMISSION

MCMC reserves the right to review, assess, and seek clarification from the Tenderers regarding their Tender Submissions



No Requirement Details Impact 

1

Submission of Appendix G
▪ Statement of Compliance To The Terms And 

Conditions Of Scope Of Work And 
Specification

Paragraph 9
▪ Compliance to the scope of work of the tender 
▪ To state every paragraph under section 5 
▪ Submission of Tenderer’s proposal 

Failure : May impact your evaluation 
score

2

Submission of Appendix H 
▪ List Of All Personnel That Shall Undertake 

The Work 
▪ List of Experiences 

Paragraph 43
▪ List Tenderer competency and experience 

Failure : May impact your evaluation 
score

3
Submission of Appendix I - P
▪ Specification Details

▪ Compliance to the Need Specification Details
▪ Submission of Tenderer’s proposal

Failure : May impact your evaluation 
score

4
Non-display of Tenderer’s name or logo in 
technical submission

Paragraph 8.7
▪ Prohibited from displaying or including its name in 

the Technical Submission 
Failure : Ground for disqualification

TECHNICAL SUBMISSION

MCMC reserves the right to review, assess, and seek clarification from the Tenderers regarding their Tender Submissions



IMPORTANT NOTES

1. All information and updates will be on MCMC website.

2. Be aware and comply with the required signatories. Please ensure that the Tenderer’s official 
company stamps, and authorized signature appear on all pages of the Financial Submission 
only.

3. No company name/info/logo in the Technical Submission (redact). Tenderer is strictly 
prohibited from displaying or including its name in the Technical Submission. This is including
the evidence sent in the technical submission.

4. The MCMC Tender Secretariat will be the only point of contact for this project
(tender@mcmc.gov.my). 

25
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TENDER TIMELINE

26 August 
2026

7 September 
2026

2 October 
2026

9 October 
2026

• Before 5.00pm

• Strictly via email only to 
tender@mcmc.gov.my

• The consolidated Q&A 
will be published in 
MCMC website 

TENDER ISSUANCE TENDER BRIEFING AND 
SITE VISIT SESSION

TENDER 
CLARIFICATION ENDS

TENDER SUBMISSION / 
TENDER CLOSING DATE

• On or before 12.00pm

• MCMC CoE, Cyberjaya

• To complete 
Acknowledgement Form 
(2 copies) 

• Late submission shall be 
rejected

26

mailto:tender@mcmc.gov.my


THANK YOU 
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